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Advanced Information 

Etrovision Proprietary and Confidential  
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0.  Before Changing any Settings-read these notes  
NVS (Network Video Server)  / IP CAM (IP Camera)  has two IP 

modes: 

 

I. With wireless 802.11b/g disabled  in NVS/IP CAM, wired 

Ethernet interface will be fixed at 192.168.1.2 IP address. 

 

II. With wireless 802.11b/g enabled  in NVS/IP CAM, wired 

Ethernet interface will be fixed at 169.254.100.100 IP address. 

 

(Default setting is Mode I : 802.11b/g disabled ) 

 

There is another quick method to set up wireless on  NVS/IP CAM 

through USB port, Quick Start setting is described at Appendix A : 

Quick Start by USB port. 

 

The setting processes are described below:  

 

1. NVS/IP CAM Connect to Local Network. 

2. Set Wireless Router configuration. 

3. Set NVS Configuration  

4. Set Computer wireless configuration 

5. NVS/IP CAM disconnect to Local Network 
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1. NVS/IP CAM Connect with Local Network 

 
1. Power on NVS/IP CAM, the power LED on back of NVS/I P CAM 

will flash for around 40 seconds. When LED light st ops flashing 

you can start to set configuration. 

 

2. Connect NVS/IP CAM to Hub/(Local LAN Port on router ), plug 

RJ45 cable between NVS/IP CAM and Hub. 

 

3. Connect computer to Hub/(Local LAN Port on router),  plug 

RJ45 cable between NVS/IP CAM and Hub. 
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2. Set Wireless Router Configuration 
The D-Link DIR-655 was selected for doing the follo wing example, 

Users can choose their favorite wireless router to work with 

NVS/IP CAM of Etrovision. 

 

The following settings are default in the D-Link DI R-655 router. 

IP address: 192.168.0.1 

Subnet Mask: 255.255.255.0 

 

Please refer to user manual of your router for rout er’s settings. If 

you can not login to your router, please call servi ce of your 

router’s seller. 

 

1. For configuring Wireless 802.11b/g Router, please set TCP/IPv4  

of local Network to DHCP  . 
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In DOS command prompt mode, execute the following 

command: 

�  ipconfig /release  

�  ipconfig /renew  

�  ipconfig  

To reset IP and check current IP address of local n etwork if  

IP range same with Wireless Router as 192.168.0.xxx  (xxx 

could be any number between 1~255) . 
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2. Browse http://192.168.0.1  in Internet Explorer browser, then 

login Wireless 802.11b/g Router.  
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3. Select “ WIRELESS SETTINGS” on left side, then do the following 

settings :  

��� �  SSID: etrovision-demo (depend on user) 

��� �  Security Mode: WEP 

��� �  WEP Key Length: 64bit  

��� �  Key1: etrow (depend on user) 

��� �  Authentication: Open  
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4. Select “ NETWORK SETTINGS” on left side, then do the following 

settings :  

��� �  Below “DHCP SERVER SETTINGS”, check “Enable DHCP 

Server” 

��� �  Set DHCP IP Range: 192.168.0.100 to 192.168.0.199 
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��� �  Remember to press “reboot Now” 
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3. Set NVS Configuration 
Mode I : when wireless 802.11b/g disabled, 

NVS IP Address: 192.168.1.2 (factory default setting)  

  

1. Set TCP/IPv4 of local Network to 192.168.1.XXX (xxx could be 

any number between 1~255)  
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�  Restart local network: 

�  Click the right key on mouse to  disable local network. 

 
 

�  Click the right key of mouse to  Enable  local Network. 
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�  Check IP on DOS mode. 

 
 

2. Run Etroscan, double right click on mouse/touchpad on 

NVS/IP CAM to show next login screen on Internet Ex plorer 

(please set Internet Explorer to default browser). 
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�  ID: root  

�  Password: pass 

 
 

3. Click upper right icon button  to get into next screen shot 
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4. Select Wireless on the left side. Set the following parameters: 

�  Enable: click this check box to enable wireless fun ction 

�  SSID: click search , select  etrovision-demo  (by case, must 

be same as wireless router) . 

�  WEP Encryption: 64 bit  

�  Authentication Type: open system  

�  Select Phrase (by case, must be same as wireless router)  

�  WEP Key: etrow (by case, must be same as wireless router)  

�  Verify Key: etrow (same as above)  
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�  Choose Dynamic IP, because NVS/IP CAM is going to 

act like a DHCP client later. 

 
 

 
 



 

 

18 

18 

�	 �

 
 

�  Press “Cancel ” ,  
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5. Check IP address NVS/IP CAM on Etroscan. 

�  Press “Clear Table”  

�  Press “Scan ” 
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4. Set Computer Configuration 
1. Go to Control Panel -> Wireless Network Setup Wizar d. 

 

To follow Wizard to set wireless Step by Step. 
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2. Set SSID and Network Key  in content of wireless network. 
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5.  NVS/IP CAM disconnect with local Network 

1. Remove RJ45 cable from NVS/IP CAM. 

2. Remove RJ45 cable from PC. 

3. Run Etroscan. Now NVS/IP CAM has wireless connectio n to PC 

through wireless router. 
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6.  Appendix A : Quick Start by USB port 
If video server has to be quickly configured or has  to be set to factory 

default settings, Etrolink™ config port is used to achieve that. Etrolink™ 

config port is a special USB port.  

   
Insert mini USB cable onto Etrolink config port and  connect other end to 

PC. When video server is powered on, Etrolink will not be operational. 

Once you have finished with Etrolink™ config port, remember to unplug 

USB cable from Etrolink™ config port. 
 

NOTE: 

REMOVE USB CABLE WHEN YOU FINISHED WITH QUICK 

CONFIGURATION, NVS/IP CAM WILL POWER ON AUTOMATICALLY.  

 

SUPPORTED OS 
 

PC’s running the following operating systems can su pport auto run of 

Quick Config  application. 

1. Windows XP (all editions) - auto run.  

2. Windows 2000 (all editions) – needs to be manually run. 

3. Windows 98 (SE) – needs to be manually run  

(Generic USB mass storage class driver (Microsoft) will be 

requested – prepare one in prior if you plan to use  Etrolink™ 

based device recovery on Windows 98)  

 

NO SOFTWARE INSTALLATION REQUIRED 

There is no installation or setup of any software f or Windows XP/2000 

platforms. 

 

STEPS FOR USING ETROLINK™ config port (Windows XP PC)  

 
1. Disconnect POWER CABLE connected to NVS/IP CAM. 

2. Use mini-USB cable and connect appropriate end to E trolink™ 

config port and connect other end to PC USB port. 
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3. After 5 ~ 10 seconds depending on how fast your PC is, you will notice 

“ Disk drive ” being detected. 

 
 

4. A POP-UP dialog shows “ Config Wizard ” is ready to run. Press OK. Or 

double click Config Wizard. 
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5. If above screen does not appeare , please execute 

\IPSCFG\ClickMeFirst.html 
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6. You will see a screen as follows.  

 
 

You will be asked for password. Earlier, if you hav e never changed 

the password for user root , please type pass as the password. Then 

click login  button. If you input wrong password, you will get this 

dialog box. 
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You will see the network status of NVS/IP CAM. 

To navigate through “Quick Wizard”, click it and yo u will find the 

window as below. 
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If NVS/IP CAM, you will see WLAN configuration page ; config 

WLAN setting in this page and click  next to go on 

If you wish to change network settings of either 

STATIC / DHCP / PPPoE 
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If you want to setup DDNS, please click on the same for detailed 

configuration.  

 
Return to Network page to setup network further. 

Please choose and click next  for detailed configuration page. 

For instance, shown below is a screen which has STATIC network 

configuration page. Click next to proceed. 
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Clicking next will show that settings are saved. Yo u can click 

finish if you are done or go back or change other s ettings. You 

can also change other settings if required. 
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7.  Appendix B : Trouble Shooting 
Q1: What to do if the NVS/IP CAM can not be found on Et roscan? 

 

A1:  

 
 

�  Disconnect POWER CABLE connected to NVS/IP CAM.  

�  Use the mini-USB port on NVS/IP CAM to connect to P C USB port, 

the power LED will be dark.  

�  After 5~10 seconds, the below dialog will be pop-up . 
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�  If above screen does not appeare , please execute 

\IPSCFG\ClickMeFirst.html 

 

 
 



 

 

34 

34 

�� �

�  Password : pass 

 
�  Click “Factory Default” for resetting to default va lue. 
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Press “Ok” 

 

 
 

�  Remove mini-USB cable from PC, replug POWER CABLE t o 

NVS/IP CAM. 

�  Within around 40 seconds, the Power LED of back of 

NVS/IP CAM will flash.  After LED light stops flash ing, 

execute Etroscan and click Scan.  

 

 
 

�  The IP address will return to default setting. 
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Q2: When wired with NSV/IP CAM, Why I can see NSV/IP CA M on 

Etroscan, but cannot browse it on Internet Explorer ? 

A2: Please check IP address in Etroscan, then set the s ame IP 

range of local Network on PC. For example :  

 
��� �  IP of NVS/IP CAM is 169.254.100.100 

��� �  Please set IP of local network on PC to 169.254.100 .xxx (xxx 

could be any number between 1~255)  

 

 


